
DTA: 

 
 
 
Starting at the main entrance (DTA): 
1 3 Multi-Sensor 8 MP Camera – DTA Main Michigan 
1 2 Multi-Sensor 8 MP Camera – Bus Entrance 
1 3 Multi-Sensor 8 MP Camera – DTA Michigan 2 - NEW 
1 3 Multi-Sensor 8 MP Camera – DTA Michigan 1 - NEW 
1 3 Multi-Sensor 8 MP Camera – Bus Exit 
1 3 Multi-Sensor 8 MP Camera – Back of Building 
1 3 Multi-Sensor 8 MP Camera – South Parking 1 
1 3 Multi-Sensor 8 MP Camera – South Parking 2 
1 2 Multi-Sensor 8 MP Camera – Parking Lot  
1 4 Multi-Sensor 8 MP Camera – Bus Wash 
Total # of Camera’s 10 for DTA 
 
Update Cashier camera to fish eye – use existing wiring and license 
Install Dispatch camera, audio/video – recycled camera, new pull/license (unless we can reuse another) 
 



DTC: 
Secure Level 
1 3 Multi-Sensor 8 MP CAMERA, may need to relocate 
1 4 Multi-Sensor 8 MP CAMERA for Code Blue Station 
Code Blue – no camera presently  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
DTC – Level 1 
Parking Level 1 
1 3 Multi-Sensor 8 MP Camera (Replace Existing Bullet Camera) 
1 8 MP Camera (Replace existing Bullet Camera) 
1 3 Multi-Sensor 8 MP Camera (Replace 2 Existing Bullet Cameras) 
 
 

 
 
 
 
 
 
 
 
 
 



DTC – Main Level - exterior 
Main Floor 
2 4 Multi-Sensor 8 MP Camera (Replace existing PTZ and 4 MS Camera) 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
DTC – Roof Level 
Roof  
1 4 Head Multi-Sensor 8 MP Camera (Replace Existing Dome Camera) 
Relocate Existing 3 MP Multi-Sensor camera and refocus. 
 

 


